
 
 
 
 

How to update the TA58-1S or TA85-1S Firmware under  
MS-DOS, Win95 or Win98 

 
 
 
Connect the TA58-1S- or TA85-1S Keyboard with an appropriate cable to the PC. 
 
It is recommended to connect a PC-Mouse directly on the PC for selecting the following steps 
in the menu. 
 
Run the Utility “KbUti” Ver.1.24 or higher on your system (MS-DOS, Win95 or Win98). 
 
Choose in the Menu: FILE (press Alt+F)   ->   Update KB firmware 
 
 

  
 
Select the correct FW File to be loaded with the extension: *.FRM then press Enter  



 
 
 
 

 
 
The FW download will take a few minutes. 
 
Note:  While the firmware upgrade is in process please do not hit a key, swipe a MSR card 

or turn the keylock on any keyboard which is connected to the system, to avoid 
from an abort of upgrade process. 

 
To check whether the FW-download was successfully done choose in the Menu: 
FILE (press Alt+F)   ->   Show KB firmware info 
 
You will get the Loader Information:  

 
 



 
 
 
 

Then Press Enter and you will get the Firmware information… 
Please check, if the desired firmware version is shown in the window.  
If it does not show the expected information for the firmware version, the firmware upgrade 
was not successfully done and must be repeated.   
 

 
 
 
Note:  If the LEDs are blinking 3 consecutive times (within 500ms) at the end of the read 

process it indicates that the firmware checksum in the keyboard is invalid (maybe it 
is a result of an upgrade process abort). Only the Loader is now activated.  
In this case you have to repeat the upgrade process.  


	

