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1 Introduction

1.1 Overview

This document describes how to use the Windows printer driver for the TH180 printer.

The TH180 Windows printer driver is a software program for printing documents from Windows
applications to the TH180 printer. It converts printing data from applications into the format required by
the TH180 and sends it to the printer. You can also set various printing functions such as bar codes, paper

saving, print position alignment, and paper cutting.

1.2 Related Documents

none.

1.3 Trademarks

All company names and product names contained in this manual are registered trademarks or trademarks
of their respective owners.
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1.4 System Requirements

This printer driver can be used with the following system configurations.

» Printer Setup
Error : Auto Recovery

Cover Open Error: Auto Recovery

<Guide> The above settings are the factory defaults.
Usually, you do not have to modify the setting. However, the
OPOS driver uses "Recovery by Command" as the [Error] setting
and therefore you need to change the default value in this
case.
For information on how to set the value, please see the printer

User's Guide.
» Host Hardware
A personal computer with the following interfaces running one of the

listed operating systems (OS).

Serial interface

USB interface

Copyright 2012 Wincor Nixdorf International GmbH 3 of 53
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> Operating System (0S)
* Microsoft® Windows® 2000 (
* Microsoft® Windows® XP Professional (
* Microsoft® Windows® XP Home Edition (
* Microsoft® Windows Vista® Enterprise (
* Microsoft® Windows Vista® Business (
* Microsoft® Windows Vista® Ultimate (
* Microsoft® Windows Vista® Home Premium (
* Microsoft® Windows Vista® Home Basic (
* Microsoft® Windows® 7 Ultimate (
* Microsoft® Windows® 7 Enterprise (
* Microsoft® Windows® 7 Professional (*4)
* Microsoft® Windows® 7 Home Premium (
*+  Microsoft® Windows® 7 Starter (
*+ Microsoft® Windows Server® 2003, Enterprise Edition (
* Microsoft® Windows Server® 2003, Standard Edition (
*+  Microsoft® Windows Server® 2008, Enterprise Edition (
* Microsoft® Windows Server® 2008, Standard Edition (
*+  Microsoft® Windows Server® 2008 R2, Enterprise Edition (
* Microsoft® Windows Server® 2008 R2, Standard Edition (
* Microsoft® Windows® Embedded for Point of Service (
* Microsoft® Windows® Embedded POSReady 2009 (

<Guide> The 64-bit OS versions are also supported.

In this document, each of the products is abbreviated as follows:
*1: Windows 2000
*2 : Windows XP
*3 : Windows Vista
*4 . Windows 7
*5: Windows Server 2003
*6 : Windows Server 2008
*7 . Windows Server 2008 R2
*8 : WEPOS
*9 : WEPOS 2009
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2 Installing and Uninstalling the Driver

For information on how to install or uninstall this printer driver, please see
the following topics:
"3. Installation" in the "Installation Guide"

"5. Uninstallation" in the "Installation Guide"

Copyright 2012 Wincor Nixdorf International GmbH 5 of 53
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3 How to Use the Printer Driver

This section describes how to setup the printer driver and the typical printing methods for printing
documents from Windows applications to the TH180 printer.

After the printer driver is installed, printing a document from an application is performed as follows:

| Install the printer driver

Il Set the port
If using with serial interface, configure the settings for the serial interface
on the [Ports] tab of the [Printer Properties].
= [See Also]

3.1.1 How to Display the Printer Properties
3.2.1 Setting Port (for Serial Interface)

Il Set the custom paper type
While this printer driver provides four standard paper sizes, you can also
create and register new paper sizes for the printer driver using the [Custom
Paper] tab of [Printer Properties].
= [See Also]

3.1.1 How to Display the Printer Properties
3.2.2 Setting Custom Paper

IV Print from application

Configure the print setup for the printer driver and print the document
created in the application with the printer.

= [See Also]
3.1.2 How to Display the Printing Preferences (Document Properties)

3.3 Printing from an Application

<Typical Printing Method>
3.4 Printing Bar Codes and 2D Codes

Copyright 2012 Wincor Nixdorf International GmbH 6 of 53
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3.1 How to Display the Setting Screen

There are two types of setting screens for the printer driver:

€ Printer Properties
In the [Printer Properties] screen, you configure the initial settings required
for the printer driver to print documents, such as the custom paper and port
(serial interface, for example) settings.

- -
) TH180 Properties ==

General |Sharing I Ports I Advanced | Color Management I Securty I Custom Paper

]

=0 TH180

Location:

Comment:

Model: TH180
Features
Calor: No Paper available:
Double-sided: No -
Staple: No
Speed: Unknown

Maximum resolution: 203 dpi =

Preferences.. || Print Test Page

€ Printing Preferences (Document Properties)
In the Printing Preferences screen, you configure various printing features of
the printer driver (for example, bar code or paper cut).

-
#=1 TH180 Printing Preferences &J

Paper |Graphics I Operation I Bar Code|

Paper
Paper Sz=lZ) (58 257 mm{32cokumn) ~|
Cutput Se{0) [Same a5 Paper Sze v] Transfer to Printer(S

Saving PaparE) @ 0.1mm(M) () 0.0%inch( 1)

Orientatian Normal

(@ Porwzit(F) -

() Lendscapell) [ Rotate 180R) abc..

print Posiion Adjustment ‘f{ — H

HorzontziDirection 0.0 mm o= g
o | —

Vertical¥)Direction 0.0 4 mm
. (=)e——+)

®
Number of Copesl0) 1 4
[Dape(CtltamiPape(Feai(E)] [ Defack Sengs D) ]
| oK | [ Cancel ] [ Apply ] [ Help ]

The following section explains how to display each of the screens.
Please note that the actual menu names may vary depending on the Windows screen settings.

Copyright 2012 Wincor Nixdorf International GmbH 7 of 53
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3.1.1 How to Display the Printer Properties

Administrative privileges are required to change the printer properties. Log on with an
Administrator account to change the settings.

(1) Open the Printer folder.

For Windows 2000

From Windows' [Start] menu,
select [Settings]—>[Printers].

For Windows XP Professional

From Windows' [Start] menu,
select [Printers and Faxes].

For Windows XP Home Edition

From Windows' [Start] menu,

select [Control Panel]=>[Printers and Other Hardware], and
on the [Printers and Other Hardware] screen,

select [View installed printers or fax printers].

For Windows Server 2003

From Windows' [Start] menu,
select [Printers and Faxes].

For Windows Vista

From Windows' [Start] menu,

select [Control Panel], and

on the [Hardware and Sound] screen,
select [Printers].

For Windows Server 2008

From Windows' [Start] menu,
select [Control Panel]>[Printers].

For Windows 7

From Windows' [Start] menu,
select [Devices and Printers].

For Windows Server 2008 R2 ‘

From Windows' [Start] menu,
select [Devices and Printers].

Copyright 2012 Wincor Nixdorf International GmbH 8 of 53
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(2) Right-click “TH180” and select [Properties].

* For Windows Vista and Server 2008, if [Run as administrator] is displayed

when you right-click a printer name, select [Run
administrator]->[Properties].

If the [User Account Control] dialog is displayed, select [Continue].

as

* For Windows 7 and Server 2008 R2, right-click the printer name and select
[Printer Properties].

(3) The properties screen is displayed for the selected printer.

i= TH180 Properties =

General |Sharing I Ports | Advanced | Color Management | Security | Custom Paper

.
S

=) TH180
Location:
Comment:
Model: TH180
Features
Color Mo Paper available:
Double-sided: Mo L
Staple: Mo
Speed: Unknown
Maximum resolution: 203 dpi -
Preferences... ” Print Test Page
0K || Cancel Apply Help

Copyright 2012 Wincor Nixdorf International GmbH 9 of 53
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3.1.2 How to Display the Printing Preferences (Document

Properties)

(1) Open the Printer folder.
See 3.1.1(1) for instructions on how to open the Printer folder.

(2) Right-click “TH180” and select [Printing Preferences].

(3) The Printing Preferences screen is displayed for the selected printer.

-

-
= TH180 Printing Preferences @
Paper |Graphics | Operation I Bar Cude|
Paper
Paper SizelZ) [5-‘3 % 297 mimi{32ookmin) - ]
+
Crutput Size{0) [Sarneas Paper Size v] Transfer to Printer(S
Saving Papar(E) [{)FF v] (@) 0.1mm{M) (7 0.0%nch{ L)
Crientation Normal
g pcru-ai-u:El (=
() Landscape(l) [T Rotate 150(R) abc—
Print Position Adjustment Yl — H
[=]
Horzontal¥)Direction 0.0 = mm = =
Vertical¥)Direction 0,0 & mm )
- (=le——(+)
®
Mumber of Copies{C) 1 S
Collzte{T [ Version{W ... ]
[Papet&nandpapetw] [ Defauh Settings{Dy) ]
| K | [ Cancel ] [ Apply ] [ Help ]

The values specified in the printer folder (shown above) are used as the initial values when
printing from an application. You can also set the values for each job from within the application.
For information on how to set the values in the application, please see "3.3 Printing from an
Application".

Copyright 2012 Wincor Nixdorf International GmbH 10 of 53
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3.2 Initial Settings

Setup the following items before using the printer driver to print documents. The initial values
are specified in the printer properties screen.

¢ Set Port (for Serial Interface)
¢ Set Custom Paper

The settings are as follows.

3.2.1 Port Setting (for Serial Interface)

If this printer driver is used with the serial interface, set the port as follows:

Bits per second : 115200

Data bits 8

Parity . None
Stop bits 1

Flow control : Hardware

The procedure is as follows.

(1) Open the Printer folder.
See 3.1.1(1) for instructions on how to open the Printer folder.

(2) Right-click “TH180” and select [Properties].
* For Windows Vista and Server 2008, if [Run as administrator] is displayed
when you right-click a printer name, select [Run as
administrator]—>[Properties].

If the [User Account Control] dialog is displayed, select [Continue].

* For Windows 7 and Server 2008 R2, right-click a printer name and select
[Printer Properties].

(3) Click the [Ports] tab and select the connected port (COMx:).
* "x" of "COMXx:" indicates the port number.

(4) Click the [Configure Port] button.

(5) In the [COMx Properties] screen, set the bits per second, data bits, parity,
stop bits, and flow control, and click the [OK] button.

(6) Click the [OK] button in the properties screen.
Copyright 2012 Wincor Nixdorf International GmbH 11 of 53
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3.2.2 Setting Custom Paper

This printer driver provides the following four standard paper sizes.

. Margin (mm)
Paper Size Left Right Top Bottom
80 x 297 mm (48 3.0 5.0 0.0 0.0
column)
80 x 297 mm (42 8.0 8.0 0.0 0.0
column)
58 x 297 mm (35 3.0 2.5 0.0 0.0
column)
58 x 297 mm (32 5.0 5.0 0.0 0.0
column)

If printing documents on different-sized paper, use the printer driver to define a custom paper
size in advance. To specify a custom paper size, specify the printing paper size, assign a name,
and register it with the printer driver. The following section describes how to setup custom paper
sizes.

(1) Open the Printer folder.
See 3.1.1(1) for instruction on how to open the Printer folder.

(2) Right-click “TH180” and select [Properties].
* For Windows Vista and Server 2008, if [Run as administrator] is displayed
when you right-click a printer name, select [Run as
administrator]—>[Properties].

If the [User Account Control] dialog is displayed, select [Continue].

* For Windows 7 and Server 2008 R2, right-click a printer name and select
[Printer Properties].

Copyright 2012 Wincor Nixdorf International GmbH 12 of 53
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(3) Click the [Custom Paper] tab.

(3)

=; TH180 Properties / ==

| General I Sharing I Ports I Advanced | Color Management I Secuntz" Custom Paper |
Paper(E): ( 7 )
( 4 ) Delete(D) /

\ I Save(S) r
5 \ -
( ) [¥] Create a New Paper(C): ] Transfer to Printer(F)
l Paper Name(M): Receipt-A l
( 6 ) Paper TypelY): Nomal -
[ T fcut
Y
[51] Paper Width: 80.0 2 [58.0-80.0]mm w "]
) o . [53] =
[52] Label Width: 80.0 |2 [58.0-80.0]mm
[53] Paper Height: 4000 2 [25.4-2039.9]mm | )
[ SRR fcut
[54] Between Labels: 0.0 “ [0.0-0.0]mm
[S5] Cut Postion: 0.0 2 [0.0-0.0]mm [=1 1652
Margin: ( )
. ) . o " Uniit y
[LLeft: 3.0 Zmm [MTop: 0.0 “mm
@ 0.1mm(M} ) 0.0%inch(1)
[RIRight: 5.0 2mm [B]Bottom: | 0.0 “mm
\ J
[ ok J[ cancal ][ epy |[ Hep

(4) Check [Create a New Paper].
(5) Enter a paper name in [Paper Name].

* The paper name can be unique.
The figure above shows an example with the name "Receipt-A."

(6) Select the [Unit], and enter the [S1], [S3], [L] and [R] values according to the
layout shown in the box.

* Changing between units can result in a rounding error of 0.1mm.
If this happens, set the value again.

* The [Paper Type], [S2], [S4] and [S5] settings are used for label printers.
They cannot be specified for this printer.

In addition, the margins [T] and [B] are fixed at "0.0."

(7) Click the [Save] button.
The created paper is added to the [Paper] list.

Paper (F2:

_

(8) Click the [OK] button to close the properties screen.

Copyright 2012 Wincor Nixdorf International GmbH 13 of 53
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* When printing documents, the registered paper will be available for selection in
the [Paper Size] field in the [Printing Preferences] screen.

Paper |Graphjcs | Operation I Bar Code|

Paper The figure shows
e EmD (80029 o] ] an example named

: ] B0 x 297 mmi{4Baohemn) "Receipt-A" that

Output Szef0) |80 x 297 mm{42coks e )
el m:m:ﬁmh:ﬁ | Transfer 1o Printes(S) | was registered as
a custom paper

size with a width
of 80mm and
height of 400mm.

) 0.0%inch{ 1)

l:'::l Pu'tra'rI{E]l
(7 Landscape(L) Rotste 1B0(R)
Print Position Adjustmeant
Horizontzl(X)Direction 0.0 -

5
VerticalY)Direction 0,0 £ i

-

Mumber of Copies{C) 1 -
3

[[] Gollate(T)

[ Paper Cut and Paper Feed(F) |

ok || cancel

Copyright 2012 Wincor Nixdorf International GmbH 14 of 53
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3.3 Printing from an Application

You can use the paper types registered with the printer driver to print documents from
applications. As an example, this section describes how to print a document on the
TH180 printer using WordPad.

(1) Select [Page setup] from the [File] menu of WordPad.
(2) In the [Page Setup] screen, set the Paper Size, Orientation and Margins, and
click the [OK] button.

r m
Page Setup g

(2)

(c Paper =)
Size: [80 x 297 mm(48column) VJ
” Source: [Receipt -
- Orientation Margins (inches)
_J Send in e-mail
@ Partrait Left: 1 Right: 1
§P ~bout wordPad =
"Q' autwiordba ©) Landscape Topal| 1 Bottorn: 1
L J
Print Page Numbers

(3) Edit the document in the WordPad screen.

(4) Select [Print] from the [File] menu.
(5) The [Print] screen is displayed.
Specify the “TH180” printer in [Select Printer].
(6) To specify the settings for the printer driver, click the [Preferences] button.

* This button depends on the application.
In Word or Excel, for example, the button name becomes [Properties].
( B !
It e
X oo 5 s i et s e ¥ i o
7 Quick print [ H THi ] (6)

kel o T L - :
e " i o i "

printing. Cormrmirt
Fuge Fargs

L] Phber o popen 1
'_,f Page setup
Pages 1E8E3E :
[=7] send in e-mail Ertar sithar o i g rumber or b single LA T
bgs o For anaepis 513
.0] About WordPad
¢ - rov—
.
¥ e
. r
100% (=) ) ()
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(7) The [TH180 Properties] (Printing Preferences) screen is displayed.
Specify the settings and click the [OK] button.

(8) Specify [Page Range] or [Number of copies] as needed, and click the [Print]
button.

= v S e . =

Paper | Graphics | Operation | Bar Code Gaeriora)
Paper Select Printer
Paper Sz=(z) % Add Printer h Microsoft XPS Documen
* =iFax
Saving PaperE) @ 0amm{M) ) D.0%inch(1) < ¥
Status Ready [ Prnt tofie
ation
Orientation Normal 8:\_;"“&”‘. Find Printer...
@ Porran(e) “
@ Landscapell) [ Rorate 180(R) aho— Page Range
o v H @Al Number of copies: 1
Print Pesition Adjustment U Selec CiaitEs
Harizontai(X)Direction 0.0 4 mm f— g election !FTE age
Vetcktfioretim [00 ' (] () Pages 165535 Colate Rt ime
- g Erter ether a single page number or a single 1Y 2] 33l
Nombes of Copi 1 A page range. For example, 5-1
CollstelT) =
o= (o= =
[ Paper Cut and Papar Feed(F) | (__Defauh Semings(D) |

(7) () ew =)

(9) The print data is sent to the printer and the document is printed.

Copyright 2012 Wincor Nixdorf International GmbH 16 of 53
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3.4 Printing Bar Codes and 2D Codes

This printer driver supports printing of various bar codes and 2D codes. This
enables you to print bar code or 2D codes from general applications such as
Word or Excel.

How a bar code or 2D code is printed

When the printer driver is used, a number of fonts with names corresponding
to types of bar code (see [1] bar code font) are added to the fonts available
in the application. To print text as a bar code, enter the text in the document
(see [2] bar code data) and assign the desired bar code font. The same
method can be used to print 2D codes.

[1] Bar code

_.E;g
Pavste 7; ‘E'A A’ I:z”é‘lll;j‘f\ Parag'rapn Sty;\es EdiEing
C‘ipboam : - : ‘||H||“ ‘||“H|“‘
Print 12345670
12345670 |
[2] Bar code When printing,
data the bar code
font is 7
I converted into a
bar code.
I| Pageitoft | wordsi1 | | |[ElEBIRIE IS

The procedure for printing a bar code or 2D code is as follows.

How to print a bar code or 2D code

(1) Start the application and set the paper size for the document.

(2) In the application's edit screen, enter the data to be printed as a bar code or
2D code.

Home Insert Page Layout References Mailings Review View Q‘

A | &

Styles | Editing

== 4 |msuteotnic  -[11 - |[#g|[lA]] £
'j._J |B r U~ oabe x, 2 |[2] |
R | [T A B[S A K] (B E-
Clipboard Font =

123456789 I

|Pag=qu1 words:1 | BB E= |

Copyright 2012 Wincor Nixdorf International GmbH 17 of 53
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(3) Select the entered bar code or 2D code data then use the application's font
selection list to select the font corresponding to the type of bar code or 2D
code you want to print. The following example prints a "QR code" (a type of
2D code).

= ok
B
Paste

¥

Home |

Ee ‘lIUvabex,xH

|| Clipboard &

Insert Page Layout Refe h

MSULGothic - |11 - ‘x‘.’ﬂé”

(2 A A ||A.||@|IA u

Funt

Page:1ofl |

123456789 |:‘>
Words: 11 | 5 | ==

Home |

Clipboard ™

Page:1 of1

Insert  Pagelayout  References  Mailings

(MS Ul Gothic m 11 -

[55)[a] [i= - =)

[ PYingLiU

T Segoe Print
E i Seqoe Seript
L

T FRAUNO Loy pe z g

» =
Y Bt |
i Plantagenet Cherokee

T Maytil

% PMingl iU-ExtB
" Poor Richard

& OF Code

e Raavi

' Ravie

T Rod

T saklal vajalla

117 713N

st sl

&

ﬂ._

Home Insert

QR Code
T

- Aa- IIAII®|\A |

Font

s j|i}

Clipboard ™

123456789

Page:1of1

Words: 11 | <% |

[T

(4) Select [Print] from the [File] menu. The [Print] dialog is displayed.

@

kel

Preview and print the document
i Print
i Select a printer, number of copies, and
other printing options befare printing.

Quick Print
Send the document directly to the default
printer without making changes.

‘EE

=] Print Preview
ﬁ Saveds b Preview and make changes to pages before
I printing.
T
% Prepare b
[ sera »
/' Publish »

Page Layout  References

QR Code

Mailings

Printer
5
Idle

Name:

Raster
Where:
Comment:

UsB001

Page range

() Pages:

from the start of the document gp/r
section. For example, type 1 &7

=]
=]

Find Printer...

[T Print to file
[ Manual duplex

Copies

Number #copies: |1

Iﬁ [¥] Collate

Pages per sheet:

Zoom
1page
Scale to paper size: | Mo Scaling

[]
[]

* To
settings (size,
the [Properties]

[Printing Preferences]
printer driver.
For detailed information on setting
values, please see "4.6 [Bar Code] Tab".
(5) Click the [OK] button to print out the document.

The text to which the bar code font is assigned is printed as a bar code or 2D

code.

i W - 'I“”Iu\\
B —
e BTl i ‘ ‘ Styles | Editing
B || E7E Ax"|AeH®MA || 3 T~
_C\inboard Fl Font Il Paragraph _ﬁ 3 - Pr'nt
&
123456789 i|
+
@
3 _
Page:1of1 | Words:i1 | g:j |
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4 Setting up the Printer Driver

This section describes the functions in the [Printer Properties] and [Printing Preferences] screens. The
figure below shows how the printer driver settings screen is organized. This section describes the settings
specific to this printer driver (indicated by I:l). Please refer to Windows Help for information about the
Windows settings (indicated by I:l).

Printer Properties

- General f:;;c F|c)>;ignet.er name, specify the print settings, and print a
Sharing Configure the printer share settings.
Ports Configure the port settings.

|| Advanced Configure the print settings.

] Security Set the printer driver's security.

| custom Paper Create or edit a custom paper size.

Printing Preferences

Configure the paper settings and display the version
information.
Paper <Paper Size, Output Size, Saving Paper, Paper Feed
L Direction,

Print Position Adjustment, Copies, Collate>

Configure the paper cut and feeder.
<Paper Cut, Paper Feed, Top of Form Position,
Reducing Blank lines, Skip Blank Pages>

Paper Cut and
— Paper Feed

Configure the graphics settings.

Graphics olor, Ha oning ax Spee rin ensity
Density>

— Configure the operational settings.
Operation <Drawer, Buzzer, Logo Printing>

Configure the bar code and 2D code settings.
Bar code <Bar Code Settings>

Copyright 2012 Wincor Nixdorf International GmbH 19 of 53
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4.1 [Custom Paper] Tab

=7 TH180 Properties

==

| General IShan’ng I Forts IMvanced Calor Management I Secuﬁ'ry| Custom Paper

Paper{E):

[] Create a New Paper(Ch:

[55] Cut Position:

Paper Mame(N):

Paper Type(Y): ’Norrnal 'l
M e MUt

51] Paper Width: 2800 *[58.0- B0.0)mm

L Fap ~t : 1 [R]

P 1 [33 s

[52] Label Width: 200 |2 [58.0- 80.0) mm

[53] Paper Height: 2370 2 [25.4-2033.5]mm | B
[ SIS Mt

[54] Between Labels: “ [0.0-0.0]mm

2 [0.0-0.00mm [511052)

Margin:

[LlLeft: 3.0 £mm MTop: “mm Unit

[ERight: 50  *mm [ElBottom: (2.0 |*mm @ 0.1mm{M} ) 0.0%inch{])
EOK J[ cancel || sppy || e |

Administrative privileges are required to change the [Custom Paper] settings.

Log on with an Administrator account to change the settings.

If you are using Windows Vista or Server 2008, open the properties for the printer from [Run as
administrator]. If you are using Windows 7 or Server 2008 R2, open “Printer Properties”. For
more information, please see "3.1.1 How to Display the Printer Properties."

Setting

Description and Setting Options or Range

Paper

Lists the registered custom paper sizes.

Create a New Paper

Select this checkbox if you want to create a new paper size.
Clear if you want to edit a paper size that has already been
registered (the paper size selected in the [Paper] list).

Delete

Deletes the paper size selected in the [Paper] list.

Save

Saves the paper size.

If you selected [Create a New Paper], the new paper size is
added to the [Paper] list. If [Create a New Paper] is cleared,
saving overwrites the paper size selected in the [Paper] list.

Transfer to Printer

* This setting only applies to label printers.
It appears grayed out for this printer and cannot be
selected.
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Setting Description and Setting Options or Range

Paper Name Specify the name of the paper size.

The name can be unique.

The name can be entered if you select [Create a New Paper].

Paper Type Specify the type of the paper that you create or modify.

* This setting only applies to label printers.
It does not need to be specified for this printer.
Use “Normal”.

Selection
Normal

[S1]Paper Width Specify the width of the paper.
If you selected an existing custom paper size, the width of
the custom paper size is displayed.

Setting range
58.0 - 80.0mm (2.28 - 3.15inch)

[S2]Label Width Specify the width of the label that you create or modify.

* This setting only applies to label printers.
It appears grayed out for this printer and cannot be
selected.

[S3]Paper Height Specify the height of the paper that you create or modify.
If you selected an existing custom paper size, the height of
the custom paper size is displayed.

Setting range
25.4 - 2039.9mm (1.00 - 80.31inch)

[S4]1Between Labels Specify the interval between the labels or the BM length.
[S4]BM Length
* This setting only applies to label printers.
It appears grayed out for this printer and cannot be
selected.

[S5]Cut Position Specify the cut position.

* This setting only applies to label printers
It appears grayed out for this printer and cannot be

selected.
Margin [L]Left Specify the left and right margins.
[R]Right If you selected an existing custom paper size, the margins of
[T]Top the custom paper size are displayed.
[B]Bottom
* For this printer, [T] and [B] are fixed as "0.0mm."
Unit Specify the units for the paper size dimensions.
Setting
0.1mm Displays in millimeters.
0.01linch Displays in inches.
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-

F;Q TH180 Printing Preferences

Paper |Gra|:|hics | Operation I Bar Code |

Pzper

Papar Szs(Z) [53 %257 mm{32cohimn)

+

Cutput Sze(0) [Same a5 Paper Size

Orientation
@ Portrzi(F)
(7 Landscapall) [T Rotst= 18R]

Print Position Adjustment
HorizontzlX)Direction 0.0 - mm

-

VerticalY)Direction 0.0 - mm

Number of CoplesiC] 1

-
=
—

—
m
[a
o]
I

mo—:

Collate{T) Version{V ...
[ Paper Cut and Paper Feed(F) ] [ Default Settings{D]) ]
[ 0K ] ’ Cancel ] [ Apply ] [ Help ]

Setting

Description and Setting Options or Range (*: Default Value)

Paper Size

Specify the size of the paper.

Selection

* 80 x 297 mm (48 column)

80 x 297 mm (42 column)

58 x 297 mm (35 column)

58 x 297 mm (32 column)

<Guide>

In addition to the above defaults, any paper sizes you have
defined using [Custom Paper] are also available.

For custom paper sizes, the paper size is displayed after the

paper name.

Copyright 2012 Wincor Nixdorf International GmbH 22 of 53




Windows Driver User's Guide 1.0.0.0

Setting

Description and Setting Options or Range (*: Default Value)

Qutput Size

Specify whether to print the document scaled to match the
selected paper size (output).

Selection

* Same as Paper Size Uses the size specified in [Paper
Size].
The document is printed with no
scaling. (Normal printing)

<Paper smaller than Prints the document scaled to match
the paper size> the specified paper size.

Only paper sizes with a print area
smaller than the paper set in [Paper
Size] can be specified.

<Guide>

* This setting is available when “Off” is selected for [Saving
Paper].

* Warning when using scaling
* Problems with print quality such as ink bleed may occur
if the specified size is too small or depending on the size
or type of characters being printed. Use the preview
image on the right of the screen to check the scaling
before printing the document scaled to the size.

* The bar codes and logos predefined in the printer driver
are printed without scaling. If a bar code cannot fit
within the downscaled paper, it is not printed. Also, the
bar code and other print data may overlap depending on
the print position. In this case, the bar code size and
print position should be adjusted before printing.

Transfer to Printer

* This setting only applies to label printers.
It appears grayed out for this printer and cannot be
selected.
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Setting

Description and Setting Options or Range (*: Default Value)

Saving Paper

Specify whether to scale the print data vertically to save
paper.

Selection
* Off Prints the document normally
without saving paper.
(Normal printing)
1/4 Shrinks the document vertically to
save 1/4 of the paper.
1/2 Shrinks the document vertically to
save 1/2 of the paper.
<Guide>

* This setting can be specified when “Same as Paper Size” is
selected in [Output Size].

< If “1/4” or “1/2” is specified, blank lines at the bottom of
the paper are automatically deleted when printing.

* Warning when performing saving (scaling) print
* Problems with print quality such as ink bleed may occur
depending on the size or type of character. Check the
print quality when using this function.

* The bar codes and logos predefined in the printer driver
are printed without scaling. If a bar code cannot fit
within the downscaled paper, it is not printed. Also, the
bar code and other print data may overlap depending on
the print position. In this case, the bar code size and
print position should be adjusted before printing.

Orientation

Specify the orientation of the document to be printed.

Selection
* Portrait Prints the document vertically.
abc H
p— - Feeding direction
Landscape Prints the document horizontally.

@
i H
]
o
2

Feeding direction
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Setting Description and Setting Options or Range (*: Default Value)
Rotate 180 Specify whether to rotate 180 degrees to print the document.
Selection
* Off (cleared) Prints the document without rotating 180
degrees.
Orientation = Portrait Landscape
abc— o
H & H Feeding
— | = g direction
On (Selected) Prints the document after rotating 180
degrees.
Orientation = Portrait Landscape
— U H Feeding
g g g directio
—age | ] n
Print Position | Aligns the print start position.
Adjustment

Horizontal (X) Direction
Aligns the horizontal position relative to the feeding
direction. If a negative value is specified, the left margin is
decreased. If a positive value is specified, the left margin is
increased.

Vertical (Y) Direction
Aligns the vertical position relative to the feeding direction. If
a negative value is specified, the top margin is decreased. If a
positive value is specified, the top margin is increased.

Setting range
Horizontal (X) Direction
tPaper Width (*Default value: 0.0mm, Range: 0.5mm)

Vertical (Y) Direction
tPaper Height (*Default value: 0.0mm, Range: 0.5mm)

abc—

Y] E gFeeding

<Guide>
This setting does not apply to logo printing.
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Setting

Description and Setting Options or Range (*: Default Value)

Number of Copies

Specify the number of copies to print.

Setting range

1-999 (* Default value: 1)
Collate Specify whether multiple copies of the document are printed
by document or by page.
Selection
* Off (cleared) Prints the copies of the docume
by page. !jﬁj
On (selected) Prints the copies of the documen
by document.
Paper Cut and Paper | Opens the [Paper Cut and Paper Feed] dialog box.
Feed For information on the [Paper Cut and Paper Feed] dialog
box, please see Chapter 4.3.
Version Opens the [Version] dialog.

TH150

Printer Diriver Wersio

Copyright [C] Wincor Mixdarf International GrmbN 2012
All Rights Reserved.

N

The version of this

printer driver is
displayed.

Default Settings

Resets the settings in the [Paper] tab to the default (initial)
value.
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4.3 [Paper Cut and Paper Feed] Dialog Box

Paper Cut and Paper m @Iﬂ
Start of Document
Paper Cut(C) [of |
Paper Fead(P)
End of Page
Paper Cut(U) [0 (Partial G} |
Paper Feed(F)
End of Document
Paper Cut(T) [ (Partial G} ~|
Paper Fead(E)
Top of Form Position{O) [LZ.Drnrn v]
Reducing Blank Lines(S) [On ,]
Skip Blank Pagesll) [0F |

D If invalid paper size & setup, the printer prints it with the
setting of the printer driver.(R)

[[ToK ] [ cancel | [ Defauk Setings(D) | [ HelpH) |

Setting Description and Setting Options or Range (*: Default Value)
Start of Document Specify whether to perform a paper cut and feed when
printing starts.

Paper Cut Specify whether to perform a paper cut when printing starts.
Selection
* Off Do not cut the paper.
On (Partial Cut) Partially cuts the
papetr.
Paper Feed Specify whether to perform a paper feed when printing
starts.

* This setting only applies to label printers.
It appears grayed out for this printer and cannot be
selected.
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Setting Description and Setting Options or Range (*: Default Value)
End of Page Specify whether to perform a paper cut and feed at the end
of each page.

Paper Cut Specify whether to perform a paper cut at the end of each
page.
Selection
Off Do not cut the paper.
* On (Partial Cut) Partially cuts the
papetr.
Paper Feed Specify whether to perform a paper feed at the end of each
page.

* This setting only applies to label printers.
It appears grayed out for this printer and cannot be
selected.

End of Document Specify whether to perform a paper cut and feed at the end
of each document.

Paper Cut Specify whether to perform a paper cut at the end of each
document.
Selection
Off Do not cut the paper.
* On (Partial Cut) Partially cuts the
papetr.
Paper Feed Specify whether to perform a paper feed at the end of each
document.

* This setting only applies to label printers.
It appears grayed out for this printer and cannot be
selected.
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Setting

Description and Setting Options or Range (*: Default Value)

Top of Form Position

Specify the print position from the top edge of the paper.

Selection
*12.0mm Starts to print the document at 12.0mm
from the top edge of the paper.
3.0mm Starts to print the document at 3.0mm
from the top edge of the paper.

Reducing Blank Lines

Specify whether to save paper by not feeding the margin if
there is no print data at the bottom (bottom edge if
[Orientation] is “Portrait”, or right edge if [Orientation] is
“Landscape”) of the print image.

Setting
Ooff Feeds the paper to the specified
paper-length position even if there is
no print data in the page.
* On Saves paper by not feeding when there
is no print data in the page.
<Guide>

This setting can be specified when “Off” is selected in [Saving
Paper].

Skip Blank Pages

Specify whether to save paper by not outputting blank pages.

Setting
* Off Prints blank pages.
Outputs a blank page for pages with no
print data.
On Does not print blank pages.
Does not output a blank page for pages
with no print data.

If invalid paper size is
setup, the printer
prints it with the
setting of the printer
driver

Specify whether to print the document using the settings
from the driver properties if the application specifies an
undefined paper size (dmPaperSize).

The recommended setting is “Off”. However, turn this setting
on if documents printed by an application do not have the
expected size or the paper is not cut correctly.

Selection

* Off (cleared) Prints the document based on the other
paper definition (dmFormName) if an
undefined paper is specified in

dmPaperSize.

Prints the document based on the
driver properties if an undefined paper
is specified in dmPaperSize.

On (selected))
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Setting Description and Setting Options or Range (*: Default Value)

oK Closes this dialog box and saves the changes.

Cancel Closes this dialog box without saving the changes.

Default Settings Resets the settings in the [Paper Cut and Paper Feed] dialog
box to their default (initial) values.

Help Displays help for this dialog box.
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4.4 [Graphics] Tab

= TH180 Printing Preferences

|Paper | Graphics |0|:|eration IBar Code

Color{C) Mono

HaF toning(t) | Dither &6

Mz Spesd(S) [Depending on Printer Setting

Print Density(T) [Depending an Printer Setting

BK Density(K) | Depending on Printer Sstting

Windows Driver User's Guide 1.0.0.0

Setting Description and Setting Options or Range (*: Default Value)
Color Specify a color mode.
* |t appears grayed out for this printer and cannot be
selected.
Half toning Specify how to perform half toning when colors are converted
to black and white.
Selection
* Dither 6x6 Prints the image with a fine mesh
pattern. The gradation range is
relatively narrower.

Dither 8x8 Prints the image with a coarse
mesh pattern. The gradation range
is relatively wider.

Max Speed Sets the print speed.
Selection
* Depending on Prints the document using the
Printer Setting printer setup settings.
100mm/s (Low Speed) You can select a speed from
: 100mm/s (Low Speed) to 180mm/s
180mm/s (High Speed) : (High Speed).
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Setting Description and Setting Options or Range (*: Default Value)
Print Density Specify the print density.
Selection
* Depending on Prints the document using the
Printer Setting printer setup settings.

0,
13_06 (Darkest) You can select a darkness by units

of 10% from 130% (darkest) to 70%

70% (Lightest) (lightest)

BK Density Specify the black density when printing the document in two
colors.

* |t appears grayed out for this printer and cannot be
selected.

Default Settings Resets the settings in the [Graphics] tab to the default
(initial) values.
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= TH180 Printing Preferences

Drawer
Drawer #1(F)

Drawer 2(G)

Buzzer

Beep(E)

Logo Printing

Start of Page{P)

Operation | ar Code

= —
- ctom s i

Time of Pulse(1) | 20 > ms
Time of Pulsa(2) | 20 “ ms
Depending on Printer Sett

Logo Position

Dafault Settings{D)

Setting Description and Setting Options or Range (*: Default Value)
Drawer Specify the kick behavior of the drawers.
Drawer #1 Specify the kick behavior of drawer #1.

Selection

* None Does not open drawer #1.
Start of Document | Opens drawer #1 when printing starts.
End of Document Opens drawer #1 when printing ends.

Time of Pulse

Specify the kick time (in milliseconds) when drawer #1 is
open.

Setting range
* 20ms

| (Range: 20ms)
500ms

Drawer #2

Specify the kick behavior of drawer #2.

Selection

* None Does not open drawer #2.
Start of Document | Opens drawer #2 when printing starts.
End of Document Opens drawer #2 when printing ends.

Time of Pulse

Specify the kick time (in milliseconds) when drawer #2 is
open.

Setting range
* 20ms

| (Range: 20ms)
500ms
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Setting Description and Setting Options or Range (*: Default Value)
Buzzer Specify the behavior of the buzzer.
Beep Specify when to ring the buzzer.
Selection
* None The buzzer does not ring.
Start of Document The buzzer rings when printing
starts.
End of Document The buzzer rings when printing ends.

Buzzer Pattern

Specify a sound pattern for the buzzer.

Selection
* Depending on Printer | The buzzer rings according to
Setting the printer settings.
Pattern 1 Uses Pattern 1
(40ms ON / 120ms OFF).
Pattern 2 Uses Pattern 2
(140ms ON / 140ms OFF).
Pattern 3 Uses Pattern 3
(200msON / 200msOFF).
Pattern 4 Uses Pattern 4
(10msON / 50msOFF).
Pattern 5 Uses Pattern 5
(30msON / 50msOFF).
External Buzzer Sounds the external buzzer
connected to the printer.
<Guide>

The sound pattern of the external buzzer should be set using
the switches on the buzzer.

If no external buzzer is connected to the printer, no buzzer
rings.

Repeat Specify the number of repetitions for the buzzer.
Setting range
1-5 (* Default value: 3)
<Guide>
This setting can be specified when other than “Depending on
Printer Setting” or “External Buzzer” is selected in [Buzzer
Pattern].
Play The pattern specified in [Buzzer Pattern] and [Repeat] is

played back. Click if you want to check how the buzzer
actually sounds on the printer.

To play the sound, ensure that the printer is connected and
ready to print before clicking the button.
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Setting

Description and Setting Options or Range (*: Default Value)

Logo Printing

Specify how to perform logo printing.

<Guide>

Before printing a logo, use the utility to register the logo

with the printer.

For information on how to register logos, please see "3.4
Setting a Logo" of "Utility User's Guide."

Start of Document

Specify the logo to print when printing starts.

Selection

* None

Does not print a logo when printing
starts.

Logo 1 (2020)

I
Logo 60 (2058B)

Prints the specified logo when printing
starts.

The number in the brackets is the key
code of the logo registered in the
printer. The keycode can be checked
using the utility.

Start of Page

Specify the logo to print at the start of each page.

Selection

* None

Does not print the logo at the head of
the page.

Logo 1 (2020)

I
Logo 60 (205B)

Prints the specified logo at the head of
the page.

The number in the brackets is the key
code of the logo registered in the
printer. The keycode can be checked
using the utility.

End of Document

Specify the logo to print at the end of each document.

Selection

* None

Does not print the logo when printing
ends.

Logo 1 (2020)

I
Logo 60 (205B)

Prints the specified logo when printing
ends.

The number in the brackets is the key
code of the logo registered in the
printer. The keycode can be checked
using the utility.
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Setting Description and Setting Options or Range (*: Default
Value)
Logo Position Specify where to print the logos specified in [Start of
Conform to Print Image Document], [Start of Page] or [End of Document].
Selection
Off (cleared) Prints the [Start of Document],

[Start of Page] or [End of
Document] logo at a position
based on the feeding direction
without considering the
finished print image. The logo is
printed at a fixed position,
ignoring the "Rotate 180"
setting of [Orientation].

* On (selected)) Prints the logo at a position
determined by the finished
print image. If "Rotate 180" is
specified in [Orientation], both
the print image and logo are
rotated by 180 degrees when
printing the document.

Default Settings Resets the settings in the [Operations] tab to the
default (initial) value.
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4.6 [Bar Code] Tab

M5 S 3
= TH180 Printing Preferences Lé]
| Paper I Graphics | Operation | Bar Code |

Bar Code Font List]l) |:| Create 2 New Bar Code{C)

Bar Code Font Name(l)

Code 128 -

Code 39 Codzbar A

Code 53 .

EAN 13{JAN 13) Bar Code Settings

EAN B{JAN 8) Typel)

ITF

UPC type & [Codaba: .]

EFI;CCEPE E Replzcement Font{F)

=
[None v]
Width{W) 2 3
Height{H) 1€ -
i et
HRI Font{R) Font A
Rotation{T) 0 degres -
DeketelE) Dafzult Serting=(D)

You can change the bar code and 2D code settings such as the width or height and set these in
the printer driver. Registered bar codes appear as printer fonts in applications. If you assign one
of these fonts to text, the corresponding bar code or 2D code is printed.

This section describes the bar codes and 2D codes supported by the printer driver, how to
register a new bar code, and how to change existing bar code settings. It also explains each of the
settings.
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4.6.1 List of Supported Bar Codes and 2D Codes

The table below lists the types of bar code and 2D code supported by the printer driver.

The supported bar codes and 2D codes (bar codes and 2D codes supported in [Type]) appear as the initial
defaults in the [Bar Code Font List].

O: Supported, —: Unsupported

Bar code font name initially
registered in Bar Code Types TH180
the Bar Code Font List
Codabar Codabar O
Code 128 Code 128 O
Code 39 Code 39 O
Code 93 Code 93 O
EAN 13(JAN 13) EAN 13(JAN 13) O
EAN 8(JAN 8) EAN 8(JAN 8) O
ITF ITF O
UPC type A UPC type A @)
UPC type E UPC type E @)
QR Code QR Code ©)
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4.6.2 How to Register a New Bar Code Font

(1)

(2)

(3)

(4)

(5)

(6)

Open the printer driver's print settings from the printer folder.

Open the [Bar Code] tab and select the [Create a New Bar Code] checkbox. (New
creation mode)

To copy font settings from an existing bar code or 2D code, select the bar code
font from [Bar Code Font List].

N2

The name and settings of the selected bar code font appear in [Bar Code Font
Name] and [Bar Code Settings].

Enter the new bar code font name in [Bar Code Font Name].

Make any changes to [Bar Code Settings].

Click [Add].

N2

The bar code font is added to [Bar Code Font List].

The added font is listed alphabetically (in ascending order) sorted by whether

they are 1D or 2D.

* 1f you select another item from [Bar Code Font List] without clicking [Add], the
changes made in steps (3) and (4) are discarded.

Click [Apply] or [OK] to apply the added settings to the driver.

* Note that if you click [Add] and then [Cancel], the settings will not be applied.

4.6.3 How to Change Bar Code Font Settings

(1)

(2)

(3)

(3)

(4)

Open the printer driver's print settings from the printer folder.

Open the [Bar Code] tab and clear the [Create a New Bar Code] checkbox. (Edit
mode)

Select a bar code font to edit from [Bar Code Font List].

N2
The name and settings of the selected bar code font appear in [Bar Code Font
Name] and [Bar Code Settings].

Make any changes to [Bar Code Settings].
Click [Apply] or [OK] to apply the added settings to the driver.
* If you select another item from [Bar Code Font List], any changes you made

will remain available temporarily. However, you need to click [Apply] or [OK]
to apply the settings to the driver.
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4.6.4 Setting Items (for all Bar Codes)

Setting

Description and Setting Options or Range (*: Default
Value)

Bar Code Font List

Lists the bar code fonts registered with the driver.

<Guide>

* Bar code fonts in this list are registered in the
operating system (0OS) as printer fonts and become
available for use in applications.

* The bar codes or 2D codes supported by the printer
driver are set as defaults.
For more information, please see "4.6.1 List of
Supported Bar Codes/2D Codes."

* Up to 30 fonts can be registered (including those
initially registered).

* The bar code fonts in the list appear alphabetically (in
ascending order) sorted by whether they are 1D or 2D.

Delete

Deletes the bar code font selected in [Bar Code Font
List].

<Guide>

This setting is available if:

* You open the driver properties (Printing Preferences
screen) from the printer folder.
You cannot specify the setting when you open the
driver properties from an application.
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Setting

Description and Setting Options or Range (*: Default
Value)

Create a New Bar Code

Select if you want to create a new bar code font.

Selection

* Off (cleared) Edit mode
Use this to edit the settings of a
registered bar code font (the
font selected in [Bar Code Font
List]).

On (selected)) Create mode

Use this to create a new bar
code font.
The font is registered in [Bar
Code Font List] by clicking the
[Add] button.

<Guide>

This setting is available if:

* You open the driver properties (Printing Preferences
screen) from the printer folder.
The number of registered bar code fonts is less than
the maximum (30).

Bar Code Font Name

Enter the name of the new bar code font.

<Guide>

This setting is available if:

* You open the driver properties (Printing Preferences
screen) from the printer folder.

* You specified create mode (the [Create a New Bar
Code] checkbox is selected).

Up to 31 characters (for 1-byte) or 15 characters (for
2-byte) can be entered. The following characters cannot
be used:

Space (blank) at the head or tail of the name

"@" symbol

Add

Adds the bar code font [Bar Code Font List]. The settings
specified in [Bar Code Settings] are saved.

<Guide>

This setting is available if:
You open the driver properties (Printing Preferences
screen) from the printer folder.
You specified create mode (the [Create a New Bar
Code] checkbox is selected).
There is no font with the same name in [Bar Code
Font List] or registered in the system (0OS).
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Setting

Description and Setting Options or Range (*: Default
Value)

Bar Code Settings

Specify the various settings for the bar code or 2D code
in create or edit mode.

Type

Specify the type of bar code or 2D code.
For information on the available code types, please see
"4.6.1 List of Supported Bar Codes/2D Codes."

<Guide>

This setting is available if:

* You open the driver properties (Printing Preferences
screen) from the printer folder.

If you change this setting, the other [Bar Code Settings]
are updated with the default values for the new [Type].

Replacement Font

Use this setting if you want to print using the bar code
or 2D code selected in [Type] in place of a font
registered in Windows.

Selection

* None Does not replace a
Windows-registered font with a
bar code or 2D code when
printing. Instead, only prints a
bar code or 2D code for the bar
code or 2D code type selected

in [Type].

(Font registered in Replaces the specified
Windows) Windows-registered font with
the bar code or 2D code
selected in [Type].

Default Settings

Resets the settings of the bar code (2D code) selected in
[Type] to the default (initial) value.
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4.6.5 Bar Code Settings

Setting Description and Setting Options or Range (*: Default Value)
Type Please see "4.6.4 Setting Items (for all Bar Codes)."
Replacement Font Please see "4.6.4 Setting Items (for all Bar Codes)."
Width Specify the width of the narrow bar. (by 1/203 inch.)
Setting range
1-6 *Defaultvalue: 2
<Guide>
A setting of at least two dots is recommended for the
[Width]. When using a one-dot width, be sure to carefully
evaluate factors such as the bar code reader, the paper, and
the printer's print darkness settings.
Height Specify the height of the bar code. (by 1/203 inch.)
Setting range
1-255 *Default value: 162
HRI Text Specify whether and how to print the HRI text.
Selection
* None Does not print the HRI text.

Top Prints the HRI text above the bar
code.

Bottom Prints the HRI text below the bar
code.

Top and Bottom Prints the HRI text above and below
the bar code.

HRI Font Specify the typeface for the HRI text.
This setting can be specified when “Print Top (Bottom, or Top
and Bottom)” is selected in [HRI Text].
Selection
* Font A Prints the HRI text with Font A.
Font B Prints the HRI text with Font B.
Font C Prints the HRI text with Font C.
Rotation Specify the rotation angle for the bar code.
Selection
* 0 degrees Prints the bar code based on the
[Orientation] setting, without
rotating it.

90 degrees Prints the bar code, rotating 90
degrees relative to the [Orientation]
setting.

180 degrees Prints the bar code, rotating 180
degrees relative to the [Orientation]
setting.

270 degrees Prints the bar code, rotating 270
degrees relative to the [Orientation]
setting.
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<Guide>
*For Code 39 bar codes:
- Alphabetical characters (A - Z) should be specified in uppercase.
- The start and stop codes (*) are automatically appended by the printer.
- If '*' exists in the string, the bar code is printed up to '*'. The subsequent string is
printed as normal text.

*For Codel128 bar codes:
- Append the start code ({A,{B,{C * 1-byte) at the head of the string.
If there is no start code, the Codel128 bar code is not printed.
- For the start code C, the code or function should not be specified
except at the head of the string.

*For ITF bar codes:
- You can only specify even number of characters.
If an odd number of characters is specified, one letter at the end of the string is
omitted to create the bar code.
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Setting

Description and Setting Options or Range (*: Default Value)

Replacement Font

Please see "4.6.4 Setting Items (for all Bar Codes)."

Cell Size Specify the size of the cell.
Setting range
3-12 * Default value: 4
Model Specify the type of the QR code.

Selection
Model 1 Specifies QR code model 1.
* Model 2 Specifies QR code model 2.
Micro Specifies a micro QR code.

Error Correction

Specify the error correction level of the QR code.

Selection
* Level L Can be restored if about 7% of the
code is damaged.
Level M Can be restored if about 15% of the
code is damaged.
Level Q Can be restored if about 25% of the
code is damaged.
Level H Can be restored if about 30% of the

code is damaged.
This setting cannot be specified when
[Model] is [Micro].

Rotation

Specify the rotation angle for the QR Code.

Selection

* 0 degrees

Prints the QR Code based on the
[Orientation] setting without rotating
it.

90 degrees

Prints the QR Code rotated 90
degrees relative to the [Orientation]
setting.

180 degrees

Prints the QR Code rotated 180
degrees relative to the [Orientation]
setting.

270 degrees

Prints the QR Code rotated 270
degrees relative to the [Orientation]
setting.
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5 Displaying Printer Status Information

The TH180 printer driver displays printer status information in the printer folder or spooler

window when using a serial or USB interface connection.

* Displayed in “Status” in the printer folder

! Add a device Add a printer =
Mame 5 Status Classification i
» Devices (2)
4 Printers and Faxes (3) E
= Fax 0 document(s) in queue Printers and Faxes
E:ﬂ Microsoft XPS Document Writer 0 doc [zl in gueue Printers and Faxes =
@ TH180 ( Printer: Door open > Printers and Faxes
4| 11 | 3
+ Displayed in the title bar of the spooler
@ TH18a(- Door Open - Dffline - Busy > lglﬂlg
Printer Document  Wiew
Document Name Status Qwner Pages Submitted Port

<

1

0 document(s) in queue

The displayed information may vary depending on the OS.
The following table shows the examples for Windows XP and Windows 7.

<Example of Printer Status Information>

Printer [Status] in Printer Folder Title Bar of Spooler
Status Windows XP Windows 7 Windows XP Windows 7
Offline Offline (None displayed) Offline Offline
Cover Open Door Open Door open Door Open Door Open
Offline Offline Offline
Busy Busy Busy
Paper Out Out Of Paper Paper out Out of Paper Out of Paper
Offline Offline Offline
Busy Busy Busy
Cutter Jam Paper Jam Paper jam Paper Jam Paper Jam
Offline Offline Offline
Busy Busy Busy
Head Hot Offline (None displayed) Offline Offline
Busy Busy Busy
Hardware Offline Not Available Not Available Not Available
Error Not Available Offline Offline
Communicatio | Not Available Not Available Not Available Not Available
n Error Use Printer
Offline
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<Guide>
* Note that the USB interface uses the printer class. The virtual COM class cannot
be used. The [USB] setting in the Printer Setup should be left as “Printer”.

* The printer status information can be displayed when bi-directional
communications is enabled for the printer driver.
The default setting in the TH180 printer driver is enabled, so no changes are
required.

(& Tias0 Properties o)

, m—
| General I ShElrinLLF'Ol‘t5 J)d\ranced | Color Management | Security | Custom Paper

) THigo

Print to the following pert(s). Documents will print to the first free
checked port.

Port Description Printer
[] coma:  Serial Port

[C] coml:  Serial Pert

[ FILE: Print to File

[7] USB003  Virtual printer port for...

[T USBO02  Virtual printer port for...

[Fd| USB001  Virtual printer port for...

[] ¥PSPort: Local Pert Microsoft XPS Document Writer -

’ Add Port... ] ’ Delete Port ] ’ Configure Port... ]

1|e bidirectional support >

[C]Enable printer pooling

[ ok || cancel |[ oy |[ Heb

* If using the serial interface, the printer status information does not display a
“Communication Error” if you turn off the printer when any of the following
errors occur during printing.

* Head hot

* Paper Out

* Cover Open

* Cutter Jam

* Hardware Error

* Printer status information is not supported when multiple printers are
connected. If multiple printers are connected, valid status information is not
displayed.

* If you are using the serial interface, a baud rate of 115200bps is recommended.

* The printer status information cannot be used if you run any applications that
send control commands to the printer. The application malfunctions because it
sends and receives commands to get the printer status information. In this case,
disable the bi-directional communication function in the printer driver (uncheck
[Enable interactive support]) before running the application.
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6 Precautions for Use

6.1 Warnings for Printer Driver Settings

(1) Do not select the [Hold mismatched documents] checkbox in the [Advanced]
tab. Otherwise, the message "Invalid print setting" is displayed (in the status
on the spooler) and the document cannot be printed.

(2) To use a USB connection to connect two or more of this model of printer:
To add more printers, follow these steps to install the printer driver:
1. Set [Serial No] to “Enable” when adding each printer.
2. Install the printer driver again.
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6.2 Application Warnings

(1)

(2)

If printing a document from application software designed for a different
version of the Windows operating system, the printout may be different to
that version of Windows.

Depending on the application that you use, the document may not be printed
properly if you decrease the margin. In the case of the printer driver’s
default paper sizes, set the margins to values greater than those shown
below.

For custom paper sizes, set the margin when you define the custom paper

size.
Orientation: Portrait Orientation: Landscape
Left | Right | Top Bott Left | Right | Top Bott
Paper Size Marg | Marg | Marg om Marg | Marg | Marg om
in in in Marg in in in Marg
in in
80 x 297 mm (48 | 3.0 5.0 0.0 0.0 0.0 0.0 5.0 3.0
column)
80 x 297 mm (42| 8.0 8.0 0.0 0.0 0.0 0.0 8.0 8.0
column)
58 x 297 mm (35| 3.0 2.5 0.0 0.0 0.0 0.0 2.5 3.0
column)
58 x 297 mm (32| 5.0 5.0 0.0 0.0 0.0 0.0 5.0 5.0
column)

(3)

(4)

[Unit : mm]

If you want to print multiple copies, select the collate checkbox. Depending
on the application that you use, the document may not be printed properly if
you clear the collate checkbox. For applications (such as Microsoft Excel)
that print multiple copies by creating multiple print jobs, the [End of
Document]-[Paper Cut] setting may not work correctly.

If using this printer driver to collate copies, the maximum number allowed in
the application is "999."
To set a higher number, print the job multiple times.
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6.3 Bar Code and 2D Code Warnings

(1) The bar code fonts provided by the printer driver are defined as printer

(6)

(7)

(8)

fonts. These printer fonts may not appear in the font list of some
applications. In this case, you can still print bar codes by using the
[Replacement Font] setting to specify substitution of a Windows font with a
bar code font.

If an application has a font substitution function, the bar code font may be
replaced by a different font in the application.

A bar code may not be printed if it exceeds the print area for the specified
paper due to the settings (narrow bar or rotation, etc.), position, or number
of characters. Check the printed result to set the values.

Do not apply effects (such as bold, italic or outline) when using bar code
fonts. Note that the bar code is not printed properly for vertical or wrapped
text.

The printed bar code is not displayed on the application screen.

- Adjust the position to avoid the bar code or 2D code from overlapping

the neighboring characters.

- The same bar code or 2D code cannot be printed repeatedly on the same

line.

Some applications do not send 2- or 1-byte spaces at the end of strings to
the printer driver correctly. If 2- or 1-byte space is specified at the end of
the string from an application, the bar code may not print as expected.

Restrictions for 2D codes

- Depending on the application, 2-byte spaces in the specified string are

printed as 1-byte spaces.

Bar code and 2D code data

- If the number of characters in the bar code text is invalid (too many or
too few), it is not printed.
- The following table lists the available character sets and string lengths

for bar codes and 2D codes.
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[Bar Code]
Bar Code Type Available Character Set String
Length
Codabar Numeral: '0' - '9' 1-210
Symbol: 'S, "+, -
Start/Stop Character: 'A' - 'D' (automatically
appended)
Code 128 Code Set A: '{A' 0x00 - Ox5F 3-210
Code Set B: '{B' 0x20 - Ox7F
Code Set C: '{C' Ox00 - 0x63
However, the character '{' is not included.
Code 39 Numeral: '0' - '9' 1-210
Alphabetical: 'A' - 'Z'
Symbol: " ', '%', 'S, '+, -
* The start/stop character '*' is automatically
appended.
Code 93 0x00 - Ox7F 1-210
EAN 13 (JAN 13) Numeral: '0' - '9" 12 - 13
EAN 8 (JAN 8) Numeral: '0' - '9' 7-8
ITF Numeral: '0"' - '9' 2-210
UPC type A Numeral: '0' - '9' 11-12
UPC type E Numeral: '0' - '9' 11-12
[2D Code]
2D Code Type Available Character Set String Length
QR Code All the codes (0x00 - OxFF) Model 1
Alphanumeric: - 707
Numeral: - 1167
Kanji: - 299
Model 2
Alphanumeric: -
4296
Numeral: - 7089
Kanji: - 1817
Micro QR
Alphanumeric: - 21
Numeral: - 35
Kanji: -9
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6.4 Other Notes

(1) If you “cancel” a print job while printing from the printer port, please turn
the printer off and on again. If you resume printing a document without
restarting the printer, problems such as incorrect print out may occur.

(2) If used with a USB interface on Windows 2000, please turn the printer off
and on again after recovering your computer from standby or pause mode. If
you print a document without restarting the printer, communication errors
may occur and the print job may not be discarded correctly

(3) If you change the port settings in print properties, please restart the
computer. If you skip the restart, "Not Available" will be displayed on the
spooler and problems such as the print job not completing may occur.

(4) Problems such as failure to print correctly from the OPOS(JavaPOS) driver
may occur if the Windows driver and OPOS(JavaPOS) driver are both
installed in the same system. In this case, it is recommended that you
uninstall the driver that is not being used.
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7 Revision History

Revision Revised Content
1.0.0.0 First Edition
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